
  
WIRRAL TOOL HIRE - GENERATOR PETROL FULL FRAME 2.7kva 2700HM

STEPHILL GENERATOR PETROL FULL FRAME 2.7kva 2700HM: 
  
 Honda four stroke engine with oil alert / Noise compliant using the latest low noise engine specification / Dual voltage output c/w 
overload protection / Fully welded industrial carry frame for maximum strength / Brushless maintenance free alternators 
 
2700HM 2.7kVA / 2.2KW / HONDA GX160 
 
Standard Features : Honda four stroke engines with oil alert / Noise compliant using the latest low noise engine specification / Dual 
voltage output c/w overload protection / Fully welded industrial carry frames for maximum strength / Brushless maintenance free 
Markon alternators with exceptional component design quality / Rubber bushed control boxes for longevity of electrical components 
 
 
Specifications 
 
 
OUTPUT: 
2.7kVA / 2.2KW 
 
SOCKETS: 
BS4343 industrial sockets - 
1 x 115V 16A sockets 
1 x 230V 16A sockets 
 
ENGINE: 
HONDA GX160 
 
HP/CYLINDERS: 
5.5/1 
 
  
 

 
FUEL TANK: 
3.6 litres 
 
RUN TIME: 
3.6 hours @ 75% Load 
 
NOISE LEVEL: 
70dB (A) @ 7 metres. 95LWA 
 
SIZE: 
L610x W420 x H410mm 
 
WEIGHT: 
36kg 

ITEMS REQUIRED WHEN HIRING THIS ITEM - DEPENDING ON APPLICATION  
  

GLOVES              EAR PROTECTION            SAFETY FOOTWARE           HEAD PROTECTION           EYE PROTECTION 

     PLEASE CONTACT OUR BRANCHES TO CHECK AVAILABILITY AND PRICE  
  

ROCK FERRY 0151-644 8314  -  LIVERPOOL 0151-733 2301 - BIRKENHEAD 0151-652 3442  
HESWALL 0151-342 6342 - CHESTER 01244-381617 - MOLD 01352 -700333 
 FLINT 01352-763420 - ACCOUNTS 0151-644 8383 - REPAIRS 0151-645 5493 

© wirral hire limited - wirral tool hire 
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